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LEGENDA POVRCHOVYCH UPRAV

POVRCHOVA UPRAVA - BRIZOLITOVA OMIETKA, FARBA BIELA
OBKLADOVE HLINIKOVE LAMELY NA ROSTE

KABRINCOVY OBKLAD

FASADNA SILIKATOVA OMIETKA + KZS Z EPS HR..50mm
OCELOVA KONSTRUKCIA S OCHRANNYM NATEROM
KOPILITOVA VYPLN - ODSTRANIT
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ARCHITEKTURA PROJEKT PRE STAVEBNE POVOLENIE
Zodp.projektant : Ing. MARTIN WAGNER

Vypracoval : Ing. PETER PETER, Ing. MARTIN WAGNER

Kreslil : Ing. PETER PETERI BE\' A

Viastnik : mesto HLOHOVEC, MESTSKY URAD, MR.STEFANIKA 222/1, HLOHOVEC BEVVA S0, Ovoond .12, 917 05 TRNAVA
Investor : SPORTA Arena, s.r.0, ZABRANIE 204/40, 92001 HLOHOVEC, 1C0:47082089

Nazov stavby: SPORTA ARENA HLOHOVEC

ZLEPSENIE ENERGETICKEJ EFEKTIVNOSTI

SPORTOVEJ HALY

Miesto stavby: HLOHOVEC, ul. Zabranie 204/40
katastralne Gzemie Hlohovec, parc. €. 4766/1, L766/9
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